
 
 

PRODUCT DESCRIPTION 
Max Bond WBCSS is a Water Based Carpet 
Seam Sealer and is designed for the bonding of 
seams in the direct stick carpet installation. 
 
 
SURFACE PREPARATION 
All surfaces to be bonded should be dry, smooth, 
and free of any contaminates that may affect final 
bond. 
 
 
APPLICATION 
Apply a 3mm bead of adhesive along the length 
of the carpet seam and join carpet. 
Ensure adhesive does not get onto pile of carpet. 

 

CLEAN UP 

Clean tools immediately after use with warm soapy 
water. 

Dried adhesive may be softened using a suitable 
solvent like Max Bond SC Solvent Cleaner. 

Note: Max Bond SC is not suitable for use on 
Vinyl’s, Carpets or any finished surface.

 

 

Note: Always carry out your own test to confirm 
suitability of this product with your application. 
Additional information on physical properties, 
health hazards, storage, handling and transport is 
available in the Material Safety Data Sheet 
(MSDS), available on MJS website 

 
 
TECHNICAL DATA 
Base: Vinyl Acetate Co-Polymer 
Solids: Approx. 50% 
Shelf Life: 12 months in sealed 

container at 20°C 
Packaging: 1 Litre Bottles 
Appearance: White Liquid 
Viscosity: Medium Liquid 
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